


Specification D1591 D1592

Nom. Blade size 4 inch (100mm) 2 inch (50mm)

Maximum Speed 30,000 rpm 60,000 rpm

Motor Output Power 2500w @ 12,000 rpm 1200w @ 60,000 rpm
Bearing Air Pressure 80 psig (5.6 kg/cm?) 80 psig (5.6 kg/cm?)
Bearing Air Consumption 2.9 SCFM (81 I/min) 2.4 SCFM (65 I/min)
Cooling Water Flowrate 28 imp.gal/hr (2.1 I/min) 18.5 imp.gal/hr (1.4 I/min)
Shaft centreline to body flat diam. |1.75 inch (44.4mm) 0.906 inch (23mm)

Features include:
- Rear or side mount service connectors
* Flange or body mounting (D1592 only)
- Standard or customised wheelmounts
» Twin removable brush assemblies
« Ultra low vibration characteristics

About Westwind:

Westwind Air Bearings is universally recognised as a world leader in the design, manufacture and installation of
air bearing spindle systems. Westwind’s head office and primary manufacturing facilities are based in the UK,
with additional office and manufacturing facilities in the US, People’s Republic of China, Japan and Taiwan.
Westwind is a division of GSI Group.

For further information contact:

Westwind Air Bearings Westwind Air Bearings GSI Group Japan Corporation Westwind Air Bearings
Holton Road Building 8, GangTian Ind. Sq. Westwind Air Bearings-Division (Taiwan Sales & Support)
Holton Heath GangTian Road East Shuuwa Shiba Park Building.6F 4F., No.80, Baoqing Rd
Poole Suzhou Industrial Park 2-4-1 Shiba-koen, Minato-ku Taoyuan City

Dorset BH16 6LN Jiangsu, 215024 Tokyo 105-000 Taoyuan County 330

UK People’s Republic of China Japan Taiwan R.O:C:

Tel: +44 (0)1202 627200 Tel: +86 512 6283 7080 Tel: +81 3 5714 0594 Tel: +886 3 302 2366
Fax: +44 (0)1202 627208 Fax: +86 512 6283 7087 Fax: +81 3 5714 0595 Fax: +886 3 302 1141
wwinfo@gsig.com llan@gsig.com iishii@gsig,.com tko@gsig.com

www.weswind-airbearings.com




